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V 
PRECISION MIXER

  DESCRIPTION OF THE EQUIPMENT

The “V” mixer features a gentle high-flowing mi-
xing process for solids with a mixing intensity 
of up to 1:100,000, and the possibility of using 
an intensifier bar to enhance the mixture.  It can 
also carry out mixing of solids/solids (max. 10%) 
in powder or granulate form and with different 
specific weights.

Due to the characteristic “V” shape formed by 
the two identical cylindrical arms joined at the 
angle, axial flows are created inside which sepa-
rate and join the product to be mixed, and which 
together with the radial action of the mixture, 

“V” mixer with supports and housed motors, designed for clean room installation

  TECHNICAL DATA

Model
Working 
volume 

(lts.)

Power (kW) Dimensions (mm)

Mixing
chamber Intensifier C D E G

B-50-CA 25 0,6 1,5 1.930 1.500 1.040 580

B-100-CA 50 0,75 2,25 2.100 1.570 1.040 510

B-250-CA 125 2,25 3 3.040 1.850 1.075 300

B-400-CA 200 4,1 4,1 3.210 1.945 1.075 200

B-600-CA 300 4,1 6 3.470 1.955 1.075 90

B-1000-CA 500 5,6 7,5 4.290 2.610 1.510 460

B-1400-CA 700 5,6 7,5 4.580 2.740 1.540 340

B-2000-CA 1.000 7,5 7,5 5.060 2.930 1.540 150

B-3300-CA 1.650 7,5 11,2 5.700 3.160 1.560 -40

B-4200-CA 2.100 11,2 14,9 5.800 3.270 1.560 -150

  ADVANTAGES

· Provides a gentle mixing process without
deformation of the particles or a strong mi-
xing process that breaks up the lumps by
means of the intensifier mechanism, and
thereby shortens the mixing times.

· Discharge entirely by gravity.  The mixer
construction is free of corners, grooves or
angles where product can build up.

· The inlets are fitted with air-tight covers,
ensuring a mixing process without ambient
contamination.

· Silent operation and compact design; mini-
mum surface of body, frames and drive.

· Loading and discharge systems avoid down 
time.  Low energy consumption compared to 
other mixing systems.

· High profitability due to the high production 
capacity, mixing quality, low energy con-
sumption and minimum maintenance.

· A liquids addition system can be incorpo-
rated for feeding by means of gravity from a
tank, pneumatic pump or pressurized tank.

· Minimum installation and assembly expen-
ses as the mixers leave our works ready for
operation.

· Simple cleaning process because the inner
surfaces are polished and free of angles or
corners.

result in a rapid uniform process without the 
use of deflecting blades or other mechanical 
devices.

An automatic vacuum loading system can be 
incorporated, which will reduce operating times 
and avoid the presence of powder in the su-
rroundings.

Discharge is carried out through an outlet situa-
ted at the vertex of the intersection of the two 
cylindrical arms, where a butterfly valve is insta-
lled with control by lever or pneumatic activator.




